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DETAILED ACTION 



1. 



Claims 1-25 have been examined. 



Claim Objections 



2. Claim 5 is objected to because of the following informalities: the sentence "said ingress 
... decryption algorithm" is repeated. Appropriate correction is required. 



3. The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that form the 

basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless -(e) the invention was described in (1) an application for 
patent, published under section 122(b), by another filed in the United States before the invention by 
the applicant for patent or (2) a patent granted on an application for patent by another filed in the 
United States before the invention by the applicant for patent, except that an international application 
filed under the treaty defined in section 351(a) shall have the effects for purposes of this subsection of 
an application filed in the United States only if the international application designated the United 
States and was published under Article 21(2) of such treaty in the English language. 



4. Claims 20 and 21 are rejected under 35 U.S.C. 102(e) as being anticipated by Ellington, 
Jr. et al (hereinafter Ellington) (US Patent No. 6,708,218 B1). 



5. As per claim 20, Ellington teaches a process for secure communication between network 
entities, the process comprising the steps of: 

providing a device with a network interface and physical connection with a packet 
processing system (i.e., data arrival endpoint in the gateway) including an ingress processing 
subsystem and an egress processing subsystem (i.e., data fonA/arding endpoint in the gateway) 
[column 4, lines 45-64 and figure 1]; 
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making a key exchange between the network entity and the other network entity and 
hosting a security association upon completion of the key exchange in association with a 
processing entity of the packet processing system, the security association including information 
as to authentication, encryption and changing of keys (gateway-to-gateway IPSec and IKE) 
[column 4, lines 64-67, column 5, lines 1-21 and figure 2]; 

extracting data derived from the security association [column 8, lines 59-67 and column 
9, lines 1-9]; 

sending a message from a processing entity hosting the security association to one or 
both of said ingress processing subsystem and said egress processing subsystem to provide a 
security association at the processing subsystems [column 8, lines 59-67 and column 9, lines 1- 



6. As per claim 21 , Ellington teaches the process as applied above. Furthermore, Ellington 
teaches the process wherein said packet processor includes an ingress processing security 
subsystem and an egress processing secuhty subsystem and a processor subsystem for 
handling key exchanges and for distributing SAs to the ingress processing security subsystem 
and said egress processing security subsystem [column 9, lines 1-9 and figure 9 unit 94]. 



23]. 



Claim Rejections - 35 (JSC § 103 



7. 



The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 



obviousness rejections set forth in this Office action: 



(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
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invention was made to a person having ordinary skill in the art to which said subject nnatter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 

8. Claims 1-19 and 22-25 are rejected under 35 U.S.C. 103(a) as being unpatentable over 
Ellington (US Patent No. 6,708,21 8 B1 ) in view of Ylonen et al. (hereinatter Ylonen) (US Patent 
No. 6,438,612 61). 

9. As per claim 1, Ellington teaches a network device comprising: 

a network physical interface for receiving and transmitting data and for receiving packets 
for transmission and forwarding packets from received data [column 4, lines 45-64 and figure 1]; 
and 

a packet processor hosting a security association (SA) used for encryption and 
decryption for communication with a network peer and including [column 8, lines 59-67, column 
9, lines 1-9 and figure 9 unit 94]: 

an ingress processing security subsystem (i.e., data arrival endpoint in the gateway) with 
a decryption processor for decrypting packets [column 6, lines 65-67 and column 7, lines 1-22]; 
and 

an egress processing security subsystem (i.e., data fonA/arding endpoint in the gateway) 
for encrypting packets [column 3. lines 23-27 and column 7, lines 1-25]. Ellington does not 
clearly teaches one or both of said ingress processing security subsystem and said egress 
processing security subsystem receiving both of ingress and egress security associations. 
However, Ylonen teaches a method of secure data transmission between virtual routers (i.e. a 
secure gateway) wherein an ingress processing security subsystem (i.e., data arrival endpoint 
in the gateway) and egress processing security subsystem (i.e., data forwarding endpoint in 
the gateway) receiving both of ingress and egress security associations [column 5, lines 55-67, 
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column 6, lines 1-14, 57-67 and column 7, lines 1-15]. Therefore it would have been obvious to 
a person with ordinary skill in the art at the time the invention was made to incorporate the 
method of receiving both of ingress and egress security in both of ingress and egress 
processing subsystems as taught by Ylonen into the secure gateway device of Ellington in 
order to enhance the security mechanism in virtual routers by enabling the identification of 
virtual routers in the course of tunneling data packets through network. 

10. As per claim 2, the combination of Ellington and Ylonen teaches the device as applied 
above. Furthermore, Ellington teaches the device wherein said packet processor includes a 
processor subsystem for handling key exchanges and for distributing SAs to the ingress 
processing security subsystem and said egress processing security subsystem [column 9, lines 
1-9 and figure 9 unit 94]. 

11. As per claim 3, the combination of Ellington and Ylonen teaches the device as applied 
above. Furthermore, Ylonen teaches the device wherein said ingress processing security 
subsystem and said egress processing security subsystem hosts a security association (SA) 
used for encryption and decryption for communication with a network peer and one of said 
ingress processing security subsystem and said egress processing security subsystem 
distributing at least one of ingress and egress SAs to the other of said ingress processing 
security subsystem and said egress processing security subsystem [column 5, lines 55-67, 
column 6, lines 1-14, 57-67 and column 7, lines 1-15]. 

12. As per claim 4, the combination of Ellington and Ylonen teaches the device as applied 
above. Furthermore, Ellington teaches the device wherein said packet processor includes an 
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ingress processor system for ingress processing of received packets and an egress processor 
system for processing packets for transmission [column 6, lines 65-67 and column 7, lines 1- 
22]. 



13. As per claim 5, the combination of Ellington and Ylonen teaches the device as applied 
above. Furthermore, Ellington teaches the device wherein said ingress processing security 
subsystem includes decryption means for running decryption algorithm [column 6, lines 65-67 
and column 7, lines 1-22]. 



14. As per claim 6, the combination of Ellington and Ylonen teaches the device as applied 
above. Furthermore, Ellington teaches the device further comprising a packet queue 
establishing a queue of packets awaiting transmission, said packet queue being the exclusive 
buffer for packets between packets entering [column 7, lines 1-28], 

15. As per claims 7, 9, 1 1 and 13, the combination of Ellington and Ylonen teaches the 
device as applied above. Furthermore, Ellington teaches the device, wherein packets exit the 
device at a rate of the line established at the physical interface or processing packets at speed 
greater than or equal to the rate at which they enter the device [column 7, lines 1-28]. 

16. As per claim 8, the combination of Ellington and Ylonen teaches the device as applied 
above. Furthermore, Ellington teaches the device wherein said ingress processing system 
processes packets including at least one or more of protocol translation, de-encapsulation, 
decryption, authentication, point-to-point protocol (PPP) termination and network address 
translation (NAT), and said egress processing system processes packets including at least one 
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or more of protocol translation, encapsulation, encryption, generation of authentication data, 
PPP generation and NAT [column 5, lines 1-11 and column 6, lines 1-19]. 

17. As per claim 10, the combination of Ellington and Ylonen teaches the device as applied 
above. Furthermore, Ellington teaches converting packets from one protocol to another [column 
7, lines 1-14]. 

18. As per claim 12, the combination of Ellington and Ylonen teaches the device as applied 
above. Furthermore, Ellington teaches processing NAT [column 5, lines 44-56], 

19. As per claims 14 and 16, the combination of Ellington and Ylonen teaches the device as 
applied above. Furthermore, Ylonen teaches the device wherein said physical interface includes 
a line card and said ingress processor system is provided as part of a service card and said 
egress processor system is provided in one of said service card and another service card and 
said interconnections include: a line card bus connected to said line card; a service card bus 
connected to at least one of said service card and said another service card; and a switch fabric 
connecting said line card to at least one of said service card and said another service card 
[column 5, lines 39-55 and figure 3]. 

20. As per claims15 and 19, the combination of Ellington and Ylonen teaches the device as 
applied above. Furthermore, Ellington teaches the device wherein said ingress processing 
security subsystem includes decryption means for running decryption algorithm [column 6, lines 
65-67 and column 7, lines 1-22]. 
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21. As per claim 17, the combination of Ellington and Ylonen teaches the device as applied 
above. Furthermore, Ylonen teaches the device wherein said physical interface includes 
another line card connected by said switch fabric to at least one of said service card and said 
another service card [column 5, lines 39-55 and figure 3]. 

22. As per claim 18, the combination of Ellington and Ylonen teaches the device as applied 
above. Furthermore, Ylonen teaches the device wherein said switch fabric connects any one of 
said line cards to any one of said sen/ice cards, whereby any line card can send packet traffic to 
any service card and routing of packet traffic is configured one of statically and dynamically by 
the said line card [column 5, lines 39-55 and figure 3]. 

23. As per claim 22, Ellington teaches the process as applied to claim 20 above. Ellington 
does not clearly teach one or both of said ingress processing security subsystem and said 
egress processing security subsystem receiving both of ingress and egress security 
associations. However, Ylonen teaches a method of secure data transmission between virtual 
routers (i.e. a secure gateway) wherein an ingress processing security subsystem (i.e., data 
arrival endpoint in the gateway) and egress processing security subsystem (i.e., data forwarding 
endpoint in the gateway) receiving both of ingress and egress security associations as a 
security message [column 5, lines 55-67, column 6, lines 1-14, 57-67 and column 7, lines 1-15]. 
Therefore it would have been obvious to a person with ordinary skill in the art at the time the 
invention was made to incorporate the method of receiving both of ingress and egress security 
in both of ingress and egress processing subsystems as taught by Ylonen into the secure 
gateway device of Ellington in order to enhance the security mechanism in virtual routers by 
enabling the identification of virtual routers in the course of tunneling data packets. 
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24. As per claim 23, the combination of Ellington and Ylonen teaches the process as applied 
above. Furthermore, Ellington teaches the process further comprising: selecting either the 
ingress processing subsystem or the egress processing subsystem to host a security 
association [column 9, lines 1-9 and figure 9 unit 94]. 

25. As per claim 24, the combination of Ellington and Ylonen teaches the method as applied 
above. Furthermore, Ellington teaches the process wherein said security message includes 
authentication features for authenticating the transmission of said session data [column 7, lines 
15-28]. 

26. As per claim 25, the combination of Ellington and Ylonen teaches the method as applied 
above. Furthermore, Ellington teaches the process further comprising the steps of establishing a 
shared secret key at each of the ingress processor and egress processor for use for symmetric 
block encryption; and encrypting said session data using the symmetric block encryption cipher 
[column 7, lines 15-28]. 



Claim Rejections - 35 (JSC § 102 



27. The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that form the 
basis for the rejections under this section made in this Office action: 
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A person shall be entitled to a patent unless -(e) the invention was described in (1) an application for 
patent, published under section 122(b), by another filed in the United States before the Invention by 
the applicant for patent or (2) a patent granted on an application for patent by another filed in the 
United States before the invention by the applicant for patent, except that an international application 
filed under the treaty defined in section 351 (a) shall have the effects for purposes of this subsection of 
an application filed in the United States only if the international application designated the United 
States and was published under Article 21(2) of such treaty in the English language. 

28. Claims 20 and 21 are rejected under 35 U.S.C. 102(e) as being anticipated by Kunzinger 
(US Pub No. 2002/0091921 A1). 

29. As per claim 20, Kunzinger teaches a process for secure communication between 
network entities, the process comprising the steps of: 

providing a device with a network interface and physical connection with a packet 
(datagram) processing system (i.e., data arrival endpoint in the gateway) including an ingress 
processing subsystem and an egress processing subsystem (i.e., data fonA/arding endpoint in 
the gateway) [page 5, 0056, page 6, 0066 and figure 9]; 

making a key exchange between the network entity (i.e., client) and the other network 
entity (i.e., server) and hosting a security association upon completion of the key exchange in 
association with a processing entity of the packet processing system, the security association 
including information as to authentication, encryption and changing of keys (IPSec and IKE) 
[page 6. 0067]; 

extracting data derived from the security association (providing encryption/decryption 
key from SA) [page 6, 0068]; 

sending a message from a processing entity hosting the security association to one or 
both of said ingress processing subsystem and said egress processing subsystem to provide a 
security association at the processing subsystems [page 5, 0066 and page 6, 0068]. 
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30. As per claim 21, Kunzinger teaches the process as applied above. Furthermore, 
Kunzinger teaches the process wherein said packet processor includes an ingress processing 
security subsystem and an egress processing security subsystem and a processor subsystem 
for handling key exchanges and for distributing SAs to the ingress processing security 
subsystem and said egress processing security subsystem [page 5, 0066 and page 6. 0068]. 

Claim Rejections - 35 USC § 103 

31 . The following is a quotation of 35 U.S.C. 1 03(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 

32. Claims 1-5, 8, 14-19 and 22-25 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Kunzinger (US Pub No. 2002/0091921 A1) in view of Ylonen et al. 
(hereinafter Ylonen) (US Patent No. 6.438,612 B1). 

33. As per claim 1, Kunzinger teaches a network device comprising: 

a network physical interface for receiving and transmitting data and for receiving packets 
for transmission and forwarding packets from received data [page 6, 0059-0065]; and 

a packet processor hosting a security association (SA) used for encryption and 
decryption for communication with a network peer and including [page 6, 0066]: 

an ingress processing security subsystem (i.e., data arrival endpoint in the gateway) with 
a decryption processor for decrypting packets [page 6, 0066 and 0068]; and 
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an egress processing security subsystem (i.e., data fonA^arding endpoint in the gateway) 
for encrypting packets [page 6, 0068, 0069]. 

Furthermore, Kunzinger teaches storing in the gateways egress and ingress SPDs 
(security policy database) key exchange and IPSec policy that is used to establish security 
associations. Kunzinger does not clearly teaches one or both of said ingress processing 
security subsystem and said egress processing security subsystem receiving both of ingress 
and egress security associations. However, Ylonen teaches a method of secure data 
transmission between virtual routers (i.e. a secure gateway) wherein an ingress processing 
security subsystem (i.e., data arrival endpoint in the gateway) and egress processing security 
subsystem (i.e., data fonA/arding endpoint in the gateway) receiving both of ingress and egress 
security associations [column 5, lines 55-67, column 6, lines 1-14, 57-67 and column 7, lines 1- 
15]. Therefore it would have been obvious to a person with ordinary skill in the art at the time 
the invention was made to incorporate the method of receiving both of ingress and egress 
security in both of ingress and egress processing subsystems as taught by Ylonen into the 
secure gateway device of Kunzinger in order to enhance the security mechanism in virtual 
routers by enabling the identification of virtual routers in the course of tunneling data packets 
through network. 

34, As per claim 2, the combination of Kunzinger and Ylonen teaches the device as applied 
above. Furthermore, Kunzinger teaches the device wherein said packet processor includes a 
processor subsystem for handling key exchanges and for distributing SAs to the ingress 
processing security subsystem and said egress processing security subsystem [page 6, 0066 
and 0068]. 
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35. As per claim 3, the combination of Kunzinger and Ylonen teaches the device as applied 
above. Furthermore, Kunzinger teaches the device wherein said ingress processing security 
subsystem and said egress processing security subsystem hosts a security association (SA) 
used for encryption and decryption for communication with a network peer and one of said 
ingress processing security subsystem and said egress processing security subsystem 
distributing at least one of ingress and egress SAs to the other of said ingress processing 
security subsystem and said egress processing security subsystem [pages 5,6 0057, 0066, 
0068]. 

36. As per claim 4, the combination of Kunzinger and Ylonen teaches the device as applied 
above. Furthermore, Kunzinger teaches the device wherein said packet processor includes an 
ingress processor system for ingress processing of received packets and an egress processor 
system for processing packets for transmission, said ingress processor system including an 
ingress packet processor and including said ingress processing security subsystem, said egress 
processor system including an egress packet processor and including said egress processing 
security subsystem and interconnections including an interconnection between said ingress 
processor and said egress processor, an interconnection between said ingress processor and 
said physical interface and an interconnection between said ingress processor and said physical 
interface [page 6, 0066, 0068 and figure 9, 10]. 

37. As per claim 5, the combination of Kunzinger and Ylonen teaches the device as applied 
above. Furthermore, Kunzinger teaches the device wherein said ingress processing security 
subsystem includes decryption means for running decryption algorithm [page 6, 0066 and 
0068]. 
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38. As per claim 8. the combination of Kunzinger and Ylonen teaches the device as applied 
above. Furthermore. Kunzinger teaches the device wherein said ingress processing system 
processes packets including at least one or more of protocol translation, de-encapsulation, 
decryption, authentication, point-to-point protocol (PPP) termination and network address 
translation (NAT) [page 6. 0068] and said egress processing system processes packets 
including at least one or more of protocol translation, encapsulation, encryption, generation of 
authentication data, PPP generation and NAT [pages 6-7, 0069, 0071]. 

39. As per claim 14, the combination of Kunzinger and Ylonen teaches the device as applied 
above. Furthermore, Kunzinger teaches the device wherein said physical interface includes a 
line card and said ingress processor system is provided as part of a service card and said 
egress processor system is provided in one of said service card and another service card and 
said interconnections include: a line card bus connected to said line card; a service card bus 
connected to at least one of said service card and said another service card; and a switch fabric 
connecting said line card to at least one of said service card and said another service card 
[page 3. 0037-0039]. 

40. As per claims 15 and 19, the combination of Kunzinger and Ylonen teaches the device 
as applied above. Furthermore, Kunzinger teaches the device wherein said service card 
includes said ingress processor system and said egress processor system and said another 
service card includes another ingress processor system for processing all or part of packets 
received from said line card and for sending ingress processed packets for egress processing 
and another egress processor system for receiving ingress processed packets and for 
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processing all or part of received packets for sending to said line card, whereby packets may be 
sent between service cards for ingress processing by one service card and egress processing 
by another service card or for ingress processing using more than one service card [page 3, 
0037-0039 and page 6, 0068]. 

41 . As per claim 16, the combination of Kunzinger and Ylonen teaches the device as applied 
above. Furthermore, Kunzinger teaches the device wherein each of said service cards is 
identical and a spare service cards is provided, for functionally replacing any one of the other 
service cards to provide redundancy [page 6, 0066]. 

42. As per claim 17, the combination of Kunzinger and Ylonen teaches the device as applied 
above. Furthermore, Kunzinger teaches the device wherein said physical interface includes 
another line card connected by said switch fabric to at least one of said service card and said 
another service card [page 3, 0037-0039]. 

43. As per claim 18, the combination of Kunzinger and Ylonen teaches the device as applied 
above. Furthermore, Kunzinger teaches the device wherein said switch fabric connects any one 
of said line cards to any one of said service cards, whereby any line card can send packet traffic 
to any service card and routing of packet traffic is configured one of statically and dynamically 
by the said line card [page 3, 0037-0039]. 

44. As per claim 22, Kunzinger teaches the process as applied to claim 20 above. 
Furthermore, Kunzinger teaches storing in the gateways egress and ingress SPDs (security 
policy database) key exchange and IPSec policy that is used to establish security associations. 
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Kunzinger does not clearly teaches one or both of said ingress processing security subsystem 
and said egress processing security subsystem receiving both of ingress and egress security 
associations. However, Ylonen teaches a method of secure data transmission between virtual 
routers (i.e. a secure gateway) wherein an ingress processing security subsystem (i.e., data 
arrival endpoint in the gateway) and egress processing security subsystem (i.e., data forwarding 
endpoint in the gateway) receiving both of ingress and egress security associations as a 
security message [column 5, lines 55-67, column 6, lines 1-14, 57-67 and column 7, lines 1-15]. 
Therefore it would have been obvious to a person with ordinary skill in the art at the time the 
invention was made to incorporate the method of receiving both of ingress and egress security 
in both of ingress and egress processing subsystems as taught by Ylonen into the secure 
gateway device of Kunzinger in order to enhance the security mechanism in virtual routers by 
enabling the identification of virtual routers in the course of tunneling data packets 

45. As per claim 23, the combination of Kunzinger and Ylonen teaches the process as 
applied above. Furthermore, Kunzinger teaches the process further comprising: selecting either 
the ingress processing subsystem or the egress processing subsystem to host a security 
association [page 6, 0066]. 

46. As per claim 24, the combination of Kunzinger and Ylonen teaches the method as 
applied above. Furthermore, Kunzinger teaches the process wherein said security message 
includes authentication features for authenticating the transmission of said session data [page 7 
0071]. 
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47. As per claim 25, the combination of Kunzinger and Ylonen teaches the method as 
applied above. Furthermore, Kunzinger teaches the process further comprising the steps of 
establishing a shared secret key at each of the ingress processor and egress processor for use 
for symmetric block encryption; and encrypting said session data using the symmetric block 
encryption cipher [page 7, 0071]. 

48. Claims 6, 7 and 9-13 are rejected under 35 U.S.C. 103(a) as being unpatentable over 
Kunzinger (US Pub No. 2002/0091921 A1) in view of Ylonen (US Patent No. 6,438,612 B1) to 
claim 4 above and further in view of Ellington, Jr. et al. (hereinafter Ellington) (US Patent No. 
6,708,218 B1). 

49. As per claim 6, the combination of Kunzinger and Ylonen teaches the gateway device as 
applied above. The combination of Kunzinger and Ylonen fails to teach a queue of packets 
establishing a queue of packets awaiting transmission, said packet queue being the exclusive 
buffer for packet transmission. However, queue of packets establishing a queue of packets 
awaiting transmission is well known in the art. For example, Ellington teaches a queue of 
packets establishing a queue of packets awaiting transmission, said packet queue being the 
exclusive buffer for packet transmission [column 7, lines 1-28], that has the benefit of 
transmitting and routing packets in first in first out protocol. Therefore, it would have been 
obvious to one having ordinary skill in the art at the time the invention was made to employ a 
method of queue of packets awaiting transmission as taught by Ellington within the combination 
of Kunzinger and Ylonen in order to transmit / route packets in first in first out protocol. 
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50. As per claim 7, the combination of Kunzinger, Ylonen and Ellington teaches the gateway 
device as applied above. Furthermore, Ellington teaches the device wherein packets exit the 
device at a rate of the line established at the physical interface [column 6, lines 31-45]. 

51 . As per claim 9, the combination of Kunzinger and Ylonen teaches the gateway device as 
applied above. The combination of Kunzinger and Ylonen fail to teach a fast path processor 
subsystem processing packets at a speed greater than or equal to the rate at which they enter 
the device. However Ellington teaches a fast path processor subsystem processing packets at a 
speed greater than or equal to the rate at which they enter the device [column 7, lines 40-55]. 
Therefore it would have been obvious to one having ordinary skill in the art at the time the 
invention was made to employ a method of fast path processor processing packets as per 
teachings of Ellington into the combination of Kunzinge and Ylonen in order to enhance the 
speed of data routing at the gate device. 

52. As per claim 10, the combination of Kunzinger, Ylonen and Ellington teaches the device 
as applied above. Furthermore, Kunzinger teaches converting packets form one protocol to 
another [page 7, 0071]. 

53. As per claim 1 1 , the combination of Kunzinger, Ylonen and Ellington teaches the device 
as applied above. Furthermore, Ellington teaches a fast path processor subsystem processing 
packets at a speed greater than or equal to the rate at which they enter the device [column 7, 
lines 40-55], 
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54. As per claim 12, the combination of Kunzinger, Ylonen and Ellington teaches the device 
as applied above. Furthermore, Kunzinger teaches processing NAT (network address 
translation) [page 5, 0050]. 

55. As per claim 13, the combination of Kunzinger, Ylonen and Ellington teaches the device 
as applied above. Furthermore, Ellington teaches processing packets concurrently with fast path 
processor packet processing [column 7, lines 40-55]. 

Conclusion 

56. The prior art made of record and not relied upon is considered pertinent to applicant's 
disclosure. See PTO Form 692. 

Any inquiry concerning this communication or earlier communications from the examiner 
should be directed to Beemnet W Dada whose telephone number is (703) 305-8895. The 
examiner can normally be reached on Monday - Friday (8:30 am - 6:00 pm). 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Kim Y Vu can be reached on (703) 305-4393. The fax phone number for the 
organization where this application or proceeding is assigned is 703-872-9306. 

Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private 
PAIR system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). 
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